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Effect of Moisture on the Tensile Strength of Aircraft Fabrics. Appendix 
V, Report of Committee D-13, 380. 

Table of Corrected Tensile Strengths of Fabric and Yarn at Various 
Moisture Regains. Appendix II, Report of Committee D-13, 368. 
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Tentative Specifications for Boiler and — for Stationary Service, 449. 


Fireproofing. 
—. Report of Committee C-5, 281. Addendum, 283. 
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Highway Materials. 
See Materials. 
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Moisture Content. 
Effect of Moisture on the Tensile Strength of Aircraft Fabrics. Appendix 
V, Report of Committee D-13, 380. 
Table of Corrected Tensile Strengths of Fabric and Yarn at Various 
Moisture Regains. Appendix II, Report of Committee D-13, 368. 
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Non-Ferrous — and Alloys. Report of Committee B-2, 246. 
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Tentative Specifications for Canned Foods Boxes, Nailed and Lock-Corner 
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Linseed —. Report of Sub- Committee Vv D- 299, 
Tentative Specifications for Creosote — for Priming Coat with Coal-Tar | 
Pitch for Use in Damp-proofing and Waterproofing, 639. } 
Tentative Specifications for Foots permissible in Properly Clarified Pure 
Raw Linseed — from North American Seed, 615. 
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— Thinners other than Turpentine. a of Sub-Committee XI of 
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Preparation of Iron and Steel Surfaces for Painting. Report of Sub- 
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Tentative Tests for Flash Point for — Thinners other than Turpentine, 
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— and Publications. Report of Committee E-6, 440. 7 
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Tentative Specifications for Wooden — for Exposed Pavements, 625. 
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Tentative Specifications for Southern Yellow- — Piles and Poles to be 
Creosoted, 623. 
Tentative Specifications for Southern Yellow- — Timber to be Creosoted, 
621. 
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Clay and Cement Sewer —. Report of Committee C-4, 274. Addendum, 
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Tentative Recommended Practice for Laying Sewer —, 612. 
, Tentative Specifications for Cement-Concrete Sewer —, 555. 
Tentative Specifications for Clay Sewer —, 542. 
Tentative Specifications for Required Safe Crushing Strengths of Sewer — 
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Pitch. 
* Tentative Specifications for Coal-Tar — for Use in Damp-proofing and 
Waterproofing, 635. 
Tentative Specifications for Creosote Oil for Priming Coat with Coal-Tar 
— for Use in Damp-proofing and Waterproofing, 639. 
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Changes in Refractory Materials, 588. 
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— for Structural Materials. Report of Committee D-1, 297. 
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Rail Situation. 
The —. Appendix II, Report of Committee A-1, 126. 
Railroad Bridges. 
Tentative Specifications for Bronze Bearing Metals for Turntables and _ 
Movable —, 482. 
Railway (see also Steel). 
Tentative Specifications for Non-Ferrous Alloys for — Equipment in 
Ingots, Castings, and Finished Car and Tender Bearings, 467. 
Raw Linseed Oil. 
Tentative Specifications for Foots Permissible in Properly Clarified Pure 
— from North American Seed, 615. 
Refractories. 
—. Report of Committee C-8, 287. 
Reinforced Concrete. all < 
—. Report of Committee C-2, 273. : 
Refractory Materials. : 
Tentative Methods for Determination of Porosity and Permanent Volume 
Changes in —, 588. 
Tentative Methods for Ultimate Chemical Analysis of —, 580. _ 


Tentative Tests for — under Load at High Temperatures, 573. 
Tentative Tests for Slagging Action of —, 578. 
Roads. 

Proposed Revision in the Standard Method for Distillation of Bituminous 
Materials Suitable for Road Treatment. Appendix I, Report of 
Committee D-4, 331. 

- Road Materials. Report of Committee D-4, 326. 
Rods. 
Tentative Specifications for Naval Brass — for Structural Purposes, 478. — 
Rope Fibers. 

Identification of Manila Fibers. Appendix IV, Report of Committee 

D-13, 377. “ah 
Rubber. 

— Products. Report of Committee D-11, 354. Addendum, 356. : 

Tentative Specifications for Insulated Wire and Cable: 30-per-cent 
Hevea —, 650. 

_ Tentative Specifications for — Belting for Power Transmission, —, 676. 
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Constitution and — of the Proposed American Engineering Standards 
Committee. Appendix II, Summary of the Proceedings, 46. _ ’ 
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Tentative Tests for Determination of Apparent Specific Gravity of —, 
Stone and Slag Screenings and Other Fine Non-Bituminous Highway 
Materials, 689. 

Screenings. 

Tentative Tests for Determination of Apparent Specific Gravity of Sand, 

Stone and Slag — and Other Fine, Non-Bituminous Highway Mater- 


ials, 689. 
Sewer Pipe. 
Clay and Cement —. Report of Committee C-4, 274. 
Proposed Revisions in Tentative Specifications for —. Appendix, 
Report of Committee C-4, 276. 
Tentative Recommended Practice for Laying —, 612. am - 
Tentative Specifications for Cement-Concrete—, 555. 


Tentative Specifications for Clay —, 542. 
Tentative Specifications for Required Safe Crushing Strengths of — to 
Carry Loads from Ditch Filling, 567. 
Sheet Aluminum. “A 

Tentative Specifications for Aluminum Sheet, 494. 

Shipping Containers. 
—. Report of Committee D-10, 350. Discussion, 351. 
Slag. 

Tentative Tests for Determination of Apparent Specific Gravity of Sand, 
Stone and — Screenings and Other Fine Non-Bituminous Highway 
Materials, 689. 

Slagging Action. 
Tentatives Tests for — of Refractory Materials, 578. 
Softening Point. 
Tentative Methods for Determination of — of Bituminous Materials 
other than Tar Products, 707. 
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Tentative Tests for Determination of Apparent — of Sand, Stone and 
Slag Screenings and Other Fine Non-Bituminous Highway Materials, 
Steel. 

Analysis of — Sheets fer Corrosion Tests, Appendix I, Report of Com- 
mittee A-5, 160. 

: Corrosion of Ironand—. Report of Committee A-5, 158. 

Preparation of Iron and — Surfaces for Painting. Report of Sub-Com- 
mittee XIV of Committee D-1, 310. ; 

Proposed Revisions in the Specifications for — and — Products. Appen- 

: dix I, Report of Committee A-1, 116. 

Proposed Revisions in Standard Tests for Magnetic Properties of Iron 
and —. Appendix, Report of Committee A-6, 244. 
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Steel (Continued): 
Tentative Specifications for Carbon Tool —, 454. : 
Tentative Specifications for Electric Cast — Anchor Chain, 460. 
Tentative Specifications for Low Carbon — Track Bolts, 456. 
Tentative Specifications for — Tie Plates, 445. 

Standing Committees. 

Regulations Governing —. Appendix, Report of Committee E-5, 429. 
—. Report of Committee E-5, 428. 

Stone. 

Tentative Tests for Determination of Apparent Specific Gravity of 
Sand, — and Slag Screenings, and Other Fine Non-Bituminous High- 
way Materials, 689. 

Structural Materials. 

Preservative Coatings for —. Report of Committee D-1, 297. 

Summary of the Proceedings. 

— of the Twenty-first Annual Meeting, 9 


Tar Products. 


Tentative Methods for Determination of Softening Point of Bituminous 
Materials other than —, 707. 
See Bearings. 
Tensile Strength. 
Table of Corrected Tensile Strengths of Fabric and Yarn at Various 
Moisture Regains. Appendix II, Report of Committee D-13, 368. 
Tentative Standards. 
List of —, 722. 
See Table of Contents, p. 7. 
Testing (see also Tests). 
Methods of —. Report of Committee E-1, 399. 
_ Proposed Revisions in the Standard Methods of — 
of Committee E-1, 401. 
Tentative Methods fer — Cotton Fabrics, 709. 
Testing Machines. 
—. Report of Sub-Committee III. Appendix III, Report of Com- 
mittee D-13, 370. 
Tests (see also Testing). 
Analysis of Steel Sheets for Corrosion —. Appendix I, Report of Com- _ 
mittee A-5, 160. 
_ Proposed Revisions in Standard — for Magnetic Properties of Iron and 
Steel. Appendix, Report of Committee’ A-6, 244. 
Report of Inspection of Test Panels. Appendix, Report of Sub-Com- 
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